
YAMAHA YZF-R1 '09- RACING MID PIPE

CAUTION

CAUTION

CAUTION

Before beginning installation, let motorcycle cool down.

Parts Diagram
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Description
Cyclone Type
Part Number
Main Material
Weight (STD ; 3.0 Kg)

YZF-R1 '09- RACING MID PIPE
YSR385STA
185-385-5400
Stainless Steel
1.2 kg

1.  Product information:

2.  Contents:
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No.                            Descriptions                                   Part No.        Q'ty
185-385-5450
800-208-5040
812-108-2600
823-008-1250

Mid Pipe Assy
Cap Bolt M8x40
Washer M8x26
Flange Nut M8

YOSHIMURA JAPAN CO., LTD.    PRODUCT INSTALLATION INSTRUCTION  

Be sure to read the instruction carefully before starting the work. It is necessary to follow the contents for installing the 
Yoshimura Racing Mid Pipe.
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During the work, be careful not to damage each parts.

Torque specification must be followed. If neglected, it may cause bolt and nut to fell off and damage to 
Yoshimura Racing Mid Pipe and motorcycle.
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CAUTION In combination with Racing Mid Pipe, the slip-on EEC approval is not valid.

Lot Number

Application :
 - Yoshimura EEC Approved Slip-on for Yamaha YZF-R1 '09-
      Part Number : 1A0-385-5V20 (SMS) / 1A0-385-5V50 (SSS)
                             1A0-385-5V80 (STS) /  1A0-385-5V80B(STBS)
                             1A0-385-5W20 (SMC) / 1A0-385-5W50 (SSC)
                             1A0-385-5W80 (STC) /  1A0-385-5W80B(STBC) 
 - Yamaha YZF-R1 Stock Silencers 


