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185-480-5V50
162-777-4347
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Clamp Band 43-47
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Description
Cyclone Type
Part Number
Main Material
Weight

Honda CB1000R Racing Mid Pipe For R-77J
HSR480STA2
185-480-5V00
Stainless Steel
0.9kg

1.  Product Information:

2.  Contents:

HONDA CB1000R RACING MID PIPE FOR R-77J
Be sure to read the instruction carefully before starting the work. It is necessary to follow the contents for installing 
this Racing Mid Pipe. 
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CAUTION

CAUTION

Before beginning installation, let motorcycle cool down.

CAUTION Note that this Racing Mid Pipe is exclusively designed for Yoshimura Slip-on R-77J and is not 
applicable for other products such as Yoshimura Tri-Oval Cone End or stock exhaust. 

Torque specification must be followed. If neglected, it may cause bolt and nut to fell off and damage 
to Racing Mid Pipe and motorcycle.

During the work, be careful not to damage each parts.

CAUTION

Parts Diagram
CAUTION

YOSHIMURA JAPAN CO., LTD.    PRODUCT INSTALLATION INSTRUCTION  MANUAL

Applicable Model

Application

Honda CB1000R '08-
Yoshimura EEC Slip-on R77J only : 
< Honda CB1000R EEC Approval Slip-on R-77J >
Part number :   
     1A0-480-5V/W**    &    1A0-480A5V/W**

Lot Number

1

2

In combination with Racing Mid Pipe, the slip-on EEC 
Approval is not valid.

When this Racing Mid Pipe is installed, the exhaust 
gas becomes leaner. It requires the readjustment of 
injection setting by Bazzaz Z-Fi or similar equipment. 
If neglected, it may cause engine damage.

※

※ Yoshimura Heat Guard Set cannot be installed 
with this Racing Mid Pipe.

DANGER


