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FITTING INSTRUCTIONS FOR RSET01BK ADJUSTABLE REARSETS 

FOR THE BMW S1000RR 
 

First, remove the original rearsets 
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On the shift side 

 Connect the gear shaft to the new rearset (as shown below) 

 

 

Then connect the rearset to the frame, using M8 X 16 bolts in the R&G kit (as shown below) 
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          PICTURE B                     PICTURE C 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

  PICTURE D                     PICTURE E 
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PICTURE F                     PICTURE G 
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PICTURE I                     PICTURE J 
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BRAKE SIDE 
 Remove the spring as shown in picture B. 

 Undo and remove the exhaust mounting bolt as shown in picture C. 

 Undo and remove the two master cylinder bolts as shown in picture A. 

 Undo and remove the two foot rest bolts as shown in picture A. 

 Unclip and remove the spring clip shown in picture D. 

 Remove the female ball joint from the new resets as shown in picture E. 

 Fit the female ball joint to the brake master cylinder pressure shaft (as shown in picture F), do not 

tighten lock nut at this stage. 

 Mount new rear set to the frame as arrowed in picture F (please ensure the exhaust mounting bracket 

on the rear-set sits behind the original exhaust bracket as shown in picture H). 

 Using the two bolts and nuts mount and tighten the master cylinder as arrowed in picture G. 

Use spacers 

supplied for 

Aftermarket 

Exhaust 

For OEM 

Exhaust  

(No spacers 

required) 
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 Mount the exhaust bracket using the bolt, nut and oversize washer as shown in picture H. 

 Using the spacer and bolt secure the ball joint as shown in picture I. 

 Adjust the ball joint so the action of the master cylinder pressure shaft is directly in line with master 

cylinder. PLEASE NOTE FAILURE TO DO THIS MAY RESULT IN BRAKE FAILURE 

AND/OR JAMMING OF BRAKES. Use the lock nut to lock in position on the master cylinder. 

 Adjust the new rear set for comfort and position using the two bolts and sub plate arrowed in picture I. 

 Adjust the brake lever adjustor as shown in picture J. 

 Tighten all bolts and lock-nuts. 

 Please check operation of brakes and brake light before riding. 

 

Because of the complexity and inherent dangers involved in undertaking any work involving the 

braking system we strongly recommend a qualified mechanic fits/or checks after the fitting of 

this product. 
 

 
ISSUE 2     08/03/2013    (NSY) 

 
 

Tightening Torque Settings 

M5 > 12Nm 

M6 > 15Nm 

M8 > 20Nm 

M10 > 25Nm 

Because of the complexity and inherent dangers involved in undertaking any work 
involving the braking system we strongly recommend a qualified mechanic fits/or checks 

after the fitting of this product. 
 

CONSUMER NOTICE 

The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design changes 

which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The Buyer 

acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those in R&G’s 
order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for its particular 

purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify any fault free of 

charge unless the workmanship has been disturbed.  The Buyer is responsible for ensuring that the warranty on the motorcycle is not 
affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a replacement or refund the 

purchase money but shall not be liable if the Products have been modified or used or maintained otherwise than in accordance with R&G’s 

or manufacturer’s instructions and good engineering practice or if the defect arises from accident or neglect. Other than identified above and 

subject to R&G not limiting its liability for causing death and personal injury, it shall not be liable for indirect or consequential loss and 

otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or the fitting or service concerned. These terms do 

not affect the Buyer’s statutory rights. 
 

 

R&G RACING RETURNS POLICY (NON-FAULTY GOODS) 

Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were 

purchased direct from us (customer must prove if necessary).  Otherwise to be returned to original vendor. Goods must be in re-sellable 

condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value exc. P&P – at 
the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of discontinued products, unless 

within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty goods. 
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NOTICE DE MONTAGE POUR RSET01BK TRAIN ARRIERE AJUSTABLE 

POUR BMW S1000RR 
 

Commencer par enlever les trains arrière d’origine 
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Coté levier de vitesse 

 Connecter le levier de vitesse au nouveau train arrière (voir ci-dessous) 

 

 

Ensuite, connecter le train arrière au cadre, en utilisant les boulons M8 X 16 du kit R&G (voir ci-

dessous) 
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          PHOTO B                     PHOTO C 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

  PHOTO D                     PHOTO E 
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PHOTO F                     PHOTO G 
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CO TE FREIN 
 Enlever le ressort indiqué sur la photo B. 

 Enlever le boulon de fixation d’échappement, voir photo C. 

 Enlever les 2 boulons de maître cylindre, voir photo A. 

 Enlever les 2 boulons de repose pied, voir photo A. 

 Déclipser puis enlever le clip indiqué sur la photo D. 

 Enlever la rotule femelle des nouveaux repose pied, voir photo E. 

 Monter la rotule femelle sur l’arbre de pression de frein du maître cylindre (voir photo F), ne pas serrer 

l’écrou pour le moment. 

 Monter le nouveau train arrière sur le cadre, voir photo F (Veiller à ce que le support de fixation du pot 

d’échappement sur le train arrière se place derrière le support de pot d’échappement d’origine, voir 

photo H). 

Utiliser les 

entretoises 

fournies si le 

pot n’est pas 

d’origine 

Pour pot 

d’origine  

(entretoises 

pas 

nécessaires) 

http://www.rg-racing.com/
mailto:info@rg-racing.com


12 

 

R&G Racing 
Unit 1, Shelley’s Lane, East Worldham, Alton, Hampshire, GU34 3AQ 

Tel: +44 (0)1420 89007  Fax: +44 (0)1420 87301  www.rg-racing.com  Email: info@rg-racing.com 

 Utiliser les 2 boulons et écrous de support puis serrer le maître cylindre, voir photo G. 

 Monter le support de pot d’échappement à l’aide du boulon, l’écrou et la grosse rondelle, voir photo H. 

 Utiliser l’entretoise et le boulon pour fixer la rotule, voir photo I. 

 Ajuster la rotule pour que l’action de l’arbre de pression du maître cylindre soit aligné avec le maître 

cylindre. NOTEZ QUE NE PAS EFFECTUER CET AJUSTEMENT PEUT CONDUIRE A 

UNDYSFONCTIONNEMENT DU SYSTEME DE FREINAGE. Utiliser l’écrou de blocage pour 

bloquer la position sur le maître cylindre. 

 Ajuster le nouveau train arrière pour plus de confort à l’aide des 2 boulons et de la sous-plaque, voir 

photo I. 

 Ajuster l’ajusteur de levier de frein, voir photo J. 

 Serrer tous les boulons et écrous de blocage. 

 Vérifier le bon fonctionnement des freins et du feu stop avant de prendre la route. 

 

Du fait de la complexité du montage et des risques inhérents au système de freinage, nous 

recommandons fortement de faire effectuer le montage/ ou la vérification du montage par un 

mécanicien qualifié. 
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Couples de serrage 

M5 > 12Nm 

M6 > 15Nm 

M8 > 20Nm 

M10 > 25Nm 
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